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Coast Pilot 5 31st Ed 2004 Corrections 
 
Page 8-Paragraph 144, lines 15-16; 
read: 
may be obtained from the Internet 
at 
(http://pollux.nss.nima.mil/pubs/US
CGLL/pubs_j_uscgll_list.html). 
 (NOS/04; Internet/04; CP1/03) 
 
Page 11-Paragraph 175, lines 5-7; 
read: 
frequencies, and broadcast content 
are listed on the Internet site, 
Marine Product Dissemination 
Information, 
(http://www.nws.noaa.gov/om/marine/
home.htm). For marine weather 
services ... 
 (NOS/04; Internet/04; CP1/03) 
 
Page 307-Paragraph 286, line 3; 
read: 
April 2002, the pass was reported 
bare and impassable. 
 (CL 1565/03) 
 
Page 335-Paragraph 249, lines 2-4; 
read: 
the entrance to the Central Yacht 
Basin. A shoal area is south of the 
entrance channel. Numerous slips 
... 
 (DB 2237; NOS 11416) 
 
Page 336-Paragraph 264, lines 8-13; 
read: 
August 2003, the reported 
midchannel controlling depth in 
North Channel was 8 feet to the 
main channel of the Intracoastal 
Waterway. South Channel leads to 
Pass-a-Grille Channel from the SW 
and passes E of Shell Key; in 
August 2003, it was reported to 
have completely shoaled. 
 (DB 2237; NOS 11415) 
 
Page 338-Paragraph 298, line 2; 
read: 
41-foot fixed span and a clearance 
of 16 feet crosses ... 
 (CL 1563/03) 

Page 378-Paragraph 58, lines 11-13; 
read: 
of the creek. In November 2003, the 
controlling depth in the channel 
and the turning basin was 6 feet. 
An overhead power cable, NE of the 
turning ... 
 (CL 66/04) 
 
Page 378-Paragraph 67, lines 4-6; 
read: 
part of Garrows Bend. In September 
2003, the controlling depth was 
17.3 feet (18.8 feet at midchannel) 
with 11.1 to 18.3 feet in the 
turning basin. The channel is 
marked ... 
 (CL 67/04) 
 
Page 391-Paragraph 236, lines 12-
17; read: 
90 highway bridge. In September 
2003, the controlling depth was 6.4 
feet (7.4 feet at midchannel) to 
Light 18; thence in 2001-March 
2003, 7.4 feet (8.0 feet at 
midchannel) to the junction with 
the Biloxi East Channel. The 
channel is marked by lights and 
daybeacons. 
 (CL 65/04; LL/03; NOS 11372) 
 
Page 418-Pararaph 96, line 5; read: 
marked by a light. A seasonal fog 
signal is on the W side of the ... 
 (CL 1568/03; LL/03) 
 
Page 457-Paragraph 177, line 3; 
read: 
entrance. A daybeacons marks the 
... 
 (CL 1639/03; LL/03) 
 
Page 522-Paragraph 62, lines 5-10; 
read: 
swing bridge with a clearance of 19 
feet. The swing bridge is equipped 
with radiotelephone at 409-548-
3268. The bridgetender monitors 
VHF-FM channel 10; call sign KI-
2524. (See 117.1 through 117.59 and 



117.984, chapter 2, for drawbridge 
regulations.) Least clearance of 
overhead cables is 38 feet. 
 (DB 1561; NOS 11322) 
 


